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Multipump SingleDrive 
Application Information 

 
Equipment: CFW500 

 

Firmware Version: V1.50 or higher 
 

WLP Software Version: V9.60 or higher 
 

New Application Version: MPSD_CFW500_en-1_05.apl 
 

Old Application Version: MPSD_CFW500_en-1_04.apl 
 

Document Number: 10002593252 / 00 
 
 
 

Functional deviations in the old application version 
 
1) It was corrected the logic where the dry pump protection does not act if an alarm was active. 
 
 
Changes in the new application version 
 
1) 
 
 

 

NOTE! 
Appendix 1 shows how to import Multipump SingleDrive application to WLP. 

 
 
 
 
 
 
 
 
 
 
 
 
 

Publication Date: 12/2014 



 

Appendix 1 – How to Import Application to WLP 
 
1) In the WLP Ladder Programmer, in “Tools” menu, select the “Import Application to WLP” option; 
 
2) Search “MPSD_CFW500_en-1_05.apl” archive and press “OK”; 
 
3) The Multipump SingleDrive application will be imported to WLP; 
 
4) To select the application, in “Tools” menu, “Application” option, “CFW500’’, “Create”, “PUMP 
GENIUS”, select “Multipump SingleDrive” option. 
 
 
 
 
 
 
 
 
 
 


